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SAFETY 

 

IMPORTANT SAFETY INFORMATION 
READ ALL INSTRUCTIONS 

 

 
Notes emphasize information and/or provide additional information to assist the user. 

 
Caution messages appear before procedures that could result in damage to equipment if not observed. 

 
Warning messages appear before procedures that could result in personal injury if not observed. 

 
This manual is intended to be used as a basic installation and operation guide for the Welker OdorEyes PulseInject Injection System With XL4 Controller. For 

comprehensive instructions, please refer to the IOM Manuals for each individual component. A list of relevant component IOM Manuals is provided in Appendix A 

of this manual. 

 
The information in this manual has been carefully checked for accuracy and is intended to be used as a guide for the installation, operation, and maintenance of the 

Welker equipment described in this manual. Correct installation and operation, however, are the responsibility of the end user. Welker reserves the right to make 

changes to this manual and all products in order to improve performance and reliability. 

 

BEFORE YOU BEGIN 
 
Read these instructions completely and carefully. 
 

 IMPORTANT   

 

 IMPORTANT  Observe all governing codes and ordinances. 

 
 Note to Installer  Leave these instructions with the end user. 
 
  Note to End User  Keep these instructions for future reference. 
 
  Installation of this PulseInject  Injection System is of a mechanical and electrical nature. 
 
 Proper installation is the responsibility of the installer. Product failure due to improper installation is not covered under the warranty. 
 

If you received a damaged PulseInject  Injection System, please contact a Welker representative immediately. 
 
 Phone: 281.491.2331 
 Address: 13839 West Bellfort Street 
  Sugar Land, TX  77498 
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SECTION 1: PRODUCT INFORMATION 

 
1.1 Introduction 
 
We appreciate your business and your choice of Welker products. The installation, operation, and maintenance liability for this 
equipment becomes that of the purchaser at the time of receipt. Reading the applicable Installation, Operation, and Maintenance 
(IOM) Manuals prior to installation and operation of this equipment is required for a full understanding of its application and  
performance prior to use.*  
 
If you have any questions, please call Welker at 1-281-491-2331. 
 
*The following procedures have been written for use with standard Welker parts and equipment. Assemblies that have been modified may have additional 

requirements and specifications that are not listed in this manual. 

 
 
1.2 Product Description 
 
The Welker OdorEyes PulseInject  Injection System With XL4 Controller is designed to infuse natural gas in the customer pipeline 
with vaporized odorant. This automatic injection system has three (3) primary components: the touch screen controller, the valve 
section, and the odorant supply tank. Each primary component plays an integral role in the operation of the PulseInject and can 
be customized to better suit each application. 
 

r 
and the flow switch in the valve section, allowing the system to respond to changing flow conditions. As pipeline conditions 
change, the controller increases or decreases the injection rate so that the PulseInject continues infusing proportional to flow. 
On-site and remote troubleshooting and monitoring are made easier by time- and date-stamped audit data detailing system 
performance, alarm history, and odorant tank level. 
 
The valve section contains up to 2 solenoid banks which control the injection of odorant from the odorant supply tank into the 
pipeline. Having two (2) sets of solenoids allows the PulseInject to better respond to and accommodate varying flow rates and 
limits interruption to operation in the event of solenoid maintenance. To prolong the operational life of the regulator and 
solenoids, the Welker F-5 Filter Dryer conditions the pneumatic supply. The flow switch communicates the solenoid operation to 
the controller to ensure proper odorization. For PulseInject systems used in cold climates, a heater with thermostat can be 
added to replenish heat lost during regulation. 
 
Each odorant supply tank is equipped with a tank fill inlet, vent port, tank blanket pressure inlet, level gauge, and outlet to the 
pipeline. For added automation, an electronic level transmitter can be installed to communicate tank level to the controller. 
Regardless of volume or orientation, the odorant supply tank comes with 110% containment that is sloped to the drain for easy 
draining. 
 

 

he 

customer. 

 
Welker may custom design the PulseInject  Injection System With XL4 Controller to suit the particular application and 
specifications of each customer. 
 
 
1.3 Safety Warning 
 
Wherever hazardous gases or vapor producing liquids are used, transported, or stored, the potential for an accidental leak exists. 
Continuous monitoring of these hazards is essential to ensure personnel safety. 
  



 
 
5 

 

IOM-231     |     MODEL: PULSEINJECT WITH XL4 CONTROLLER     |    REV: 0                                               13839 West Bellfort Street, Sugar Land, TX  77498                          welker.com                                         Service Department: 281.491.2331 

 

1.4 Specifications 
 

 

The specifications listed in this section are generalized for this equipment. Welker can modify the equipment according to your 

company's needs. Please note that the specifications may vary depending on the customization of your equipment. 

 
Table 1: PulseInject  Specifications 

Application Liquid Odorant and Chemical Injection 

Utility Requirements Pneumatic Supply to Operate Injection Gas 

Electrical Connections 

Controller: AC 120 V, DC 24 V 

Controller Solenoid and Flow Meter: DC 24 V 

Heater (Optional): AC 110/220 V 

Odorant Tank Volume 

120 US Gallons (454 L) 

250 US Gallons (946 L) 

500 US Gallons (1892 L) 

1000 US Gallons (3785 L) 

Others Available 

Features 

Odorant Tank Level Gauge 

Skid With 110% Containment 

Touch Screen Controller 

Valve Section (See Table 2) 

Options 

Flag Tracker Level Indicator 

Heater for Controller Enclosure 

NEMA 4 or NEMA 7 Enclosure for Controller 
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Table 2: Valve Section Specifications 
Materials of Construction 316/316L Stainless Steel, Kalrez®, Painted Carbon Steel, PTFE, and Viton® 

Maximum Allowable Operating Pressure 1480 psig @ -20 °F to 120 °F (99 barg @ -28 °C to 48 °C) 

Injection Volume 
Low Flow Rate: .1 cc to .5 cc 

High Flow Rate: .5 cc to 15 cc 

Injection Rate Up to 15 Injections per Minute 

Injection Pressure Up to 1480 psig 

Connections 

Odorant Injection Outlet: ¼" Tubing 

Odorant Inlet From Tank:  

Odorant Purge: ¼" FNPT 

Pneumatic Supply Inlet From F-5 Filter:  

Relief Valve Outlet: ¼" FNPT 

Sense Gas Inlet: ¼" FNPT 

Tank Blanket Pressure Outlet:  

Vent to Filter: ¼" FNPT 

Electrical Connections 
Heater (Optional): AC 110/220 V, ½" FNPT 

Solenoid and Flow Meter: DC 24 V, 1" FNPT 

Digital Input DC 1 5 V Square Wave, Dry Contact, Open Collector 

Features 

2-Way Solenoid Valves 

Blanket Pressure Regulator With Outlet Valve 

Differential Pressure Regulator 

Flow Meter 

NEMA 4 Enclosure 

Welker ALS-1 Analyzer Liquid Shutoff 

Welker F-5 Filter Dryer for Pneumatic Supply 

Welker F-9 Filter for Odorant Supply 

Options 
Heater With Thermostat 

Low Flow Instrument Regulator 

 
  



 
 
7 

 

IOM-231     |     MODEL: PULSEINJECT WITH XL4 CONTROLLER     |    REV: 0                                               13839 West Bellfort Street, Sugar Land, TX  77498                          welker.com                                         Service Department: 281.491.2331 

 

1.5 Equipment Diagrams 
 

Figure 1: PulseInject  Valve Section Schematic 
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Figure 2: General Arrangement  Horizontal Odorant Tank 
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Figure 3: General Arrangement  Vertical Odorant Tank 
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Figure 4: PulseInject  Valve Section Connections Diagram 
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Figure 5: PulseInject  Valve Section System Diagram 
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Figure 6: PulseInject  Valve Section Valve Diagram 
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Figure 7: Pneumatic Supply Filter Dryer Diagram 

 
 

Figure 8: Odorant Filter Diagram 
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Figure 9: Welker Atmospheric Exhaust Filter 
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SECTION 2: INSTALLATION & OPERATION 

 
2.1 Before You Begin 
 

 

After unpacking the unit, check the equipment for compliance and any damage that may have occurred during shipment. 

Immediately contact a Welker representative if you received damaged equipment. 

 

 
When sealing fittings with PTFE tape, refer to the proper sealing instructions for the brand used. 

 

 

The PulseInject will ship skid- - manufacturer-supplied fittings and hardware. However, 

the customer will need to supply some tubing and fittings in order to complete the installation of the system. 

 

 

The PulseInject must be installed in a section of the natural gas pipeline with a regulated pressure drop, such as a regulator station 

or gate station. 

 

 

All electrical connections must meet local and national electric codes, and excessive weight added to the conduit run must be 

supported. 

 

2.2 Installation 
 

System Skid 
 

1. Mount the skid to a flat, level surface, such as a concrete slab. 
2. Connect a grounding wire to each grounding lug on the skid to safely ground the system. 
3. Connect the skid drain port(s) to an appropriate draining location. 
 

System Connections 
 

 

Tubing connection to the pipeline MUST incorporate a dielectric fitting to break continuity between pipeline and equipment.  

Failure to do this is STRONGLY LIKELY to result in damage to equipment. 

 

 
Welker recommends using stainless steel tubing for all natural gas process lines, as plastic tubing can absorb odorant from the gas. 

 

4. Ensure that all valves on the system are closed. 
5. Using customer-supplied ¼" tubing (minimum), connect from the outlet of the pipeline upstream of the regulated 

pressure drop to the inlet of the Welker F-5 Filter Dryer (Figure 7). 
6. If necessary, connect the F-5 outlet to the pneumatic supply inlet on the valve section using customer-supplied " tubing (Figure 7). 
7. If necessary, connect the odorant tank to the Welker F-9 Filter inlet using customer-supplied " tubing (Figure 8). 
8. If necessary, connect the F-9 outlet to the odorant inlet on the valve section using customer-supplied " tubing (Figure 8). 
9. Using customer-supplied " tubing, connect from the outlet of the pipeline downstream of the regulated pressure drop 

to the sense gas inlet on the valve section (Figure 4). 
10. Using customer-supplied ¼" tubing (maximum), connect from the odorant injection outlet on the valve section to an 

injection point on the natural gas pipeline downstream of the regulated pressure drop (Figure 4). 
11. If necessary, connect from the cabinet vent to the atmospheric exhaust filter using customer-supplied ¼" tubing 

(minimum) (Figure 4 and Figure 9). 
12. If desired, connect from the odorant purge to the odorant tank using customer-supplied ¼" tubing (Figure 1, Figure 2, 

and Figure 4). 
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Electrical Connections 
 

 
Turn OFF the electrical supply prior to making electrical connections. 

 
13. Connect a DC 24 V electrical supply to the controller (Figure 4). Refer to the industry standards for appropriate electrical 

connections to interface with the PLC. Refer to the Installation, Operation, and Maintenance (IOM) Manual for the XL4 
controller for additional wiring instructions. 

 

 

For systems used in hazardous locations, sealing compound is required to seal all fittings to restrict the passage of gases, vapors, or 

flames. 

 
14. Connect the customer gas flow signal device to the controller. 
 

 
The controller can accept analog, pulse, or Modbus input. 

 
15. If the PulseInject  is not equipped with the optional flag tracker level indicator, installation is now complete; proceed to 

Section 2.3, Start-Up Procedures. If the PulseInject is equipped with the optional flag tracker level indicator, continue to 
step 16. 

 
Flag Tracker Level Indicator (Optional) 
 

 
The float and gasket must be installed to the flag tracker level indicator prior to filling the odorant supply tank. 

 

 
The float and gasket are packaged separately for shipment. 

 
16. Remove the bottom drain flange from the base of the level indicator. 
17. Install the float to the spring on the bottom drain flange. The top of the float should point up. 
 

 
The top of the float is marked to ensure proper orientation. 

 

 
The spring attached to the bottom drain flange cushions the float when the odorant supply tank is empty. 

 
18. Replace the shipping gasket with the provided gasket. 
19. Install the bottom drain flange with the float to the level indicator. 
 
  



 
 
17 

 

IOM-231     |     MODEL: PULSEINJECT WITH XL4 CONTROLLER     |    REV: 0                                               13839 West Bellfort Street, Sugar Land, TX  77498                          welker.com                                         Service Department: 281.491.2331 

 

2.3 Start-Up Procedures 
 
Odorant Supply Tank 
 
1. Fill the odorant supply tank in accordance with company policy and procedure, taking care not to exceed 80% of the 

total volume of the supply tank. 
 

 

Never fill the odorant supply tank above 80% of its capacity. Allow at least 20% for product expansion, should the tank be exposed 

to increased temperatures. 

 
2. Check the odorant supply tank for leaks and repair as necessary. 
 
Pneumatic Supply Pressure Regulator 
 
3. As necessary, open any valves between the outlet on the natural gas pipeline and the F-5 inlet (Figure 7). 
4. Open F-5 inlet valve M and F-5 outlet valve N (Figure 7). 
5. Apply natural gas to the pneumatic supply inlet on the valve section to pressurize the sense gas pressure regulator 

(Figure 4 and Figure 5). 
 

 
The pneumatic supply pressure regulator comes factory-set to the setting required to operate the solenoids. 

 
Tank Blanket Pressure 
 
6. Open tank blanket pressure outlet valve E (Figure 6). 
7. Check the tank blanket pressure connections for leaks and repair as necessary. 
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Priming the PulseInject  
 
8. Open tank blanket pressure outlet valve E (Figure 6). 
9. If necessary, set the tank blanket pressure regulator according to the recommended settings in Table 3 (Figure 5 and 

Table 3). 
 

Table 3: Odorant Pressure Required for Injection Volume 
Pressure (psig) Recommended Injection Volume (cc) 

7 8 .1 .5 

15 50 .5 15 

 

 
The optional low flow instrument regulator is required to maintain 7 8 psig (Figure 3). 

 
10. If applicable, set the low flow instrument regulator (Figure 5 and Table 3). 
11. Open odorant flow meter bypass valve H (Figure 6). 
12. At the same time, slowly open odorant flow meter inlet valve F and odorant flow meter outlet valve G (Figure 6). 
13. Open odorant inlet valves A1 and A2 (Figure 6). 
14. Open bank 1 injection isolation valve I and bank 2 injection isolation valve J (Figure 6). 
15. The sense gas pressure regulator comes factory-set at 50 psid (Figure 5). See Table 4 for recommended settings. Refer to 

the Installation, Operation, and Maintenance (IOM) Manual for the sense gas pressure regulator for instructions on setting 
the pressure regulator. 

 
Table 4: Minimum Injection Distance 

Injection Pipeline Pressure (psig) ft/s @ 25 psid ft/s @ 50 psid 

50 33 51 

100 24 36 

250 15 22 

500 11 16 

750 9 13 

1000 8 11 

1250 7 10 

1500 6 9 

 
16. Open bank 1 injection gas inlet valve B1 and bank 2 injection gas inlet valve B2 (Figure 6). 
17. Open bank 1 vent outlet valve C1 and bank 2 vent outlet valve C2 (Figure 6). 
18. Ensure 3-way liquid shutoff valve D is in the vent position (Figure 6). 
 

 
Welker recommends operating each bank alternately instead of simultaneously to ensure each bank is working properly. 

 
19. Ensure odorant prime/purge outlet valve K is in the closed position (Figure 6). 
20. Ensure odorant prime/purge outlet valve K is connected to either the tank or the atmospheric exhaust filter  

(shipped separately). 
 

 

Welker recommends the Welker Atmospheric Exhaust Filter for use with this unit if the odorant is not connected to the tank or 

pipeline (Figure 9). 

 
21. Open odorant prime/purge outlet valve K (Figure 6). 
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22. From the PLC, select Setup from the Home screen (Figure 10). Enter the Troubleshooting submenu and select Force 
Injection Cycle (Figure 39). 

 

 

Welker recommends forcing the injection cycle a minimum of three times (3x) per bank. Note that the forced injection cycle will 

automatically alternate between both banks.  

 
23. Close odorant flow meter bypass valve H (Figure 6). 
24. Close odorant prime/purge outlet valve K (Figure 6). 
25. Open odorant injection outlet valve L (Figure 6). 
 

 

The bank 1 pressure gauge and bank 2 pressure gauge should both read 0 psig (Figure 5). If either pressure gauge has a reading 

over 0 psig, a buildup of pressure has occurred somewhere within the system. The system must be purged before odorant injection 

can begin. See Section 2.3, Start-Up Procedures, for instructions on purging the system. 

 
26. The PulseInject is now primed. 
 
Purging the PulseInject 
 
27. Turn 3-way liquid shutoff valve D to the purge position (Figure 6). 
28. Close odorant injection outlet valve L (Figure 6). 
29. Open odorant prime/purge outlet valve K (Figure 6). 
30. From the PLC, select Setup from the Home screen (Figure 10). Enter the Troubleshooting submenu and press the ON 

button from the Purge display (Figure 39). 
 

 
Welker recommends repeating the purge process a minimum of three times (3x) per bank to adequately purge the system. 

 
31. Open odorant injection outlet valve L (Figure 6). 
32. Close odorant prime/purge outlet valve K (Figure 6). 
33. Turn 3-way liquid shutoff valve D to the vent position (Figure 6). 
34. From the PLC, select Setup from the Home screen (Figure 10). Enter the Troubleshooting submenu and select Force 

Injection Cycle (Figure 39). 
 

 

Welker recommends forcing the injection cycle a minimum of two times (2x) per bank. Note that the forced injection cycle will 

automatically alternate between both banks.  

 

 

The bank 1 pressure gauge and bank 2 pressure gauge should both read 0 psig (Figure 5). If either pressure gauge has a reading 

over 0 psig, a buildup of pressure has occurred somewhere within the system. Repeat steps 27 34 until both bank 1 and bank 2 

pressure gauges read 0 psig before continuing. 

 
35. The system is now reset. 
 
Controller Configuration 
 
36. Verify that the customer set points have been correctly set by the manufacturer. 
37. Once the collection and injection of liquid odorant have been confirmed, the PulseInject is operational. 
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SECTION 3: XL4 TOUCH SCREEN CONTROLLER 

 

3.1 Understanding the Display 
 

 
The touch screen controller is used to modify system parameters and view current system information and current alarm status. 

 

 
The touch screen controller is a menu-driven system. The Home screen is the top screen in the menu tree (Figure 10). 

 
Figure 10: Home Screen 

 
 

 

From the Home screen, the user can access three (3) types of screens: 

¶ Menu  From this type of screen, the user can access submenus. 

¶ Informational  From this type of screen, the user can monitor the odorizer and view current operating conditions. 

¶ Setup  From this type of screen, numeric and/or text values that affect the setup of the odorizer can be changed. 
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Navigating the Display 
 

Figure 11: Toolbar and Function Keys 

 
 

 
The toolbar appears on every screen except the Home screen. 

 

 
The Back button does not appear on every screen. 

 

 

If nothing on the screen is pressed for a certain amount of time, the sleep function will cause the backlight on the screen to turn off. 

To wake up the controller, press anywhere on the screen or press one of the function keys. 
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Viewing the Current Alarms 
 

 
From any screen, press the F2 function key to go to the Current Alarms screen (Figure 12). 

 
Figure 12: Current Alarms Screen 

 
 

Table 5: Current Alarms 

Hi Inj Rate 

Active if the injection output for a user-determined amount of cycles exceeds the allowable 

odorization rate 

The number of cycles can be set from the System Control submenu in the PLC. 

Lo Inj Rate 

Active if the injection output for a user-determined amount of cycles is below the allowable 

odorization rate 

The number of cycles can be set from the System Control submenu in the PLC. 

Bank 1 Fail 
Active if the total value of five (5) consecutive cycles from Bank 1 is less than 30% of the expected 

value 

Bank 2 Fail 
Active if the total value of five (5) consecutive cycles from Bank 2 is less than 30% of the expected 

value 

Gas Signal Fail 

Can only be active if Analog (4 20 mA) is selected as the gas source and the controller loses the 

4 20 mA signal from the transmitter 

The controller will enter this gas flow fail mode when there is a gas flow signal loss. 

Tank Signal Fail 

Can only be active if an electronic level transmitter is used to track the odorant tank level and the 

controller loses the 420 mA signal from the transmitter 

NOTE: If this alarm is active, the controller will automatically switch to the odorant flow method 

to track the odorant tank level. The controller will use the value of odorant in the tank and 

subtract the appropriate volume with each cycle. 

Tank Level Low Active if the odorant tank level has dropped below the specified value 

Odor Flowmeter Disabled Active if the flow meter is disabled or turned off; must be manually disabled/re-enabled 
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3.2 Navigating the Monitor Menus 
 

 

Through the Monitor menu, the user can access the Rates & Totals, Injection Stats, Tank Level, System I/O, Current Alarms, and 

Alarms Log to view current information for the odorizer. 

 

 
Monitor screens are information screens: no values can be changed from these screens. 

 
Figure 13: Monitor Menu Submenus 
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Rates & Totals 
 

 
The Rates & Totals submenu provides the user with an overview of system performance. 

 
Figure 14: Monitor Menu - Rates & Totals 

 
 

 

If the system status totals are used to track system performance, they should be periodically reset through the System Control 

submenu (Figure 22). 
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Injection Stats 

 
Figure 15: Monitor Menu  Injection Stats 
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Odorant Tank Level 
 

Figure 16: Monitor Menu  Tank Level 
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System I/O 
 

 

The System I/O submenu provides the user with an overview of the current status of digital inputs, digital outputs, and analog 

inputs in the system. 

 
Figure 17: Monitor Menu  System I/O, 1 of 2 
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Figure 18: System I/O, 2 of 2 

 
  


